



Thr "HEAVER" 12' 
Hand Saw is one of 
l It e most efficient 
machines in the Hea¬ 
ver Line, being o f 
sturdy construction, 
including one - pice** 
cast iron frame, tid¬ 
ing table, new 
saw guides an ’ 
guarded, puts 
machine in a 
position in an;, 
school or v»<- 
This mac; 
very vcrsat>:. 
ing to its ;t» .. 
varied uses, it i 
12' rnblxcr cover 
wheels, heavy broi 
bearings, spring . 
siori take-up on • 
wheel, as 
modern 
er. A': 
are ha 
crator. 

Eipiipmcnt includes Guards, and one Hladc. 
type Pulley. The power required is from o< 
third h. p. motor.. 

Shipping Weight apprv 


The Original Canadian Woodworker 


Our Engineering Staff of long experience in the de- 
a nr. manufacture of Woodworking Machinery, 
'»nd placed on the Canadian market 
• woodworking machines adapted to 
. school and small workshop. 

»>een tried and their worth pro- 
amateur craftsman, but also by 
is well. It is everyone’s ambition 
: T y by his own hand, and in order 
n may be realized, what would 
than a few small machines in 
? 


the many features and 
•made “Beaver Line" of small 
of the “Beaver Line” 
entire approval of Cana- 


The Drill Press 
is one of the 
most, skilfully 
designed of the 
“ BEAVER ” 

Line, and can 
be used either 
for wood or 
metal work. 

Will take drills 
up to Vi m ca¬ 
pacity, being 
fitted with high 
quality chuck. 

In addition to 
to metal work 
this Drill is 
designed so 
that very high 
speeds can be 
obtained for 
woodworking, 
such as routing 
shaping, sand¬ 
ing, and many other uses. We pride ourselves on the ; 
curacy of this machine and feel that we can advise its pt 
chase by the most exacting customer, and is equal to ma 
higher priced machines. Another feature is the tilting tal 
arrangement, idler adjustable for belt tension. Machine 
with 58' V Belt, Chuck and one 4-step Pull 
•>t drive 

•i imately 35 Pounds. 


“BE/ 

Jig 

$ 10.30 »« 


Includes Fret Saw A- 


For years the Jig Saw has Iko 
and hoy. Thrir ambitions were r 
parts of sewing machines, etc , 
t rapt ion which answered the p 
the "HEW Kl<" Jig Saw cut*' 
with the worries of accunn 
modern machine for a few o. 
in a few moments. \\c have 
minimum of arts, and any per- • 
scrolls and ornaments, in fa*, r 
novelty line. Machine has a t-' 
and smoothly planed. Tnrnl" 
saw liladc. it is one of the 
the most practical machine fo 
safe. 

Shipping Weight app-> . 


/ ER" 


ROCKWELL BEAVER 


V.L.4CU 


SO ill 


Th 


r.h 


2r or 


S16.50 


JHAVKk" 4' Planer or Joint 
’ achievement in a bench plan 
machine is constructed throug 
and machinery steel. It has 
ndcr which insures freedom « 
danger to the operator. Tl 
iron, which insures rigidit 
«’cncc tan Ik? tilted to an ang 
edges. Moth tables ai 
Hv the use of bron; 
For a real up-to-da 1 
rrant your closest inspectioi 


30 Hounds. 


- .mg Lathe is the most practical 
and safest tool to have aixiui the home or work shop. 
a block of wood and a lathe, and let him convince >v.: 
a buy can do it given a few tools anti some cncoura;;- 
Lathe has hern designed with a minimum of parts, s. 
installed should giw very little lr-uhlc. The spindle 1 


£ R “ 

ir Saw 

200 $ 17.30 


WITH ROCKWELL BEAVER TOOLS 
MADE IN CANADA SINCE 1935 


r£T THE BEAVER LINE si 


“BEAVER” 


Drill Press 

$20.20 No D P 700 $20.20 

Without Motor 


“BEAVER” 


12” Band Saw 


$ 32.20 nobs 300 $ 32.20 































ROCKWELL WARRANTY 


Rockwell is proud of the quality of the power tools which 
it sells. The component parts of our tools are inspected at 
various stages of production, and each finished tool is 
subjected to a final inspection before it is placed in its spe¬ 
cially designed carton to await shipment. Because of our 
confidence in our engineering quality, Rockwell agrees to 
repair or replace any part or parts of Rockwell Power Tools 
or Rockwell Power Tool accessories which examination 
proves to be defective in workmanship or material. In 
order to take advantage of this guarantee, the complete 
portable power tool or accessory, or in the case of ma¬ 
chinery, the part must be returned prepaid to the appro¬ 
priate factory, Rockwell service center, or authorized 
service station for examination. This guarantee, of course, 
does not include repair or replacement required because 
of misuse, abuse, or normal wear and tear. Repairs made 
by other than our factory, service center or authorized 
service station, relieves Rockwell of further liability under 
this guarantee. THIS GUARANTEE IS MADE EXPRESSLY 
IN PLACE OF ALL OTHER GUARANTEES OR WAR¬ 
RANTIES, EXPRESSED OR IMPLIED, WITH RESPECT TO 
QUALITY, MERCHANTABILITY, OR FITNESS FOR A 
PARTICULAR PURPOSE. 


Prices are subject to change without notice. The right is reserved to make changes in design or equipment of any item without 
incurring any obligation to install these on machines previously sold, and to discontinue models of machines, motors or accessories 
at any time without notice. 
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9 ROCKWELL GREEN LINE 



Rockwell... originators of the first line of double insulated power tools 
with the unique combination of consumer safety 
and endurance features 


Rockwell Green Line 
power tools 
are safety engineered 
for your protection 

Safety barriers are placed between a possible electrical leak 
and your hand: A non-metallic integral housing provides 
(1) non-conductive case; (2) structural frame and 
(3) structural gear housing; (4) non-conductive armature 
shaft sleeve; (5) non-conductive phenolic brush holders; 

(6) hard nylon fan; (7) remote control safety switch 
with>ion-conductive thermoplastic shield. 


SHOCKPROOF 


BREAKPROOF 


FAILUREPROOF 



Constructed of a non-conductive 
miracle material, all tools are 
double insulated to protect the 
user against electrical shock from 
product malfunction. Furnished 
with two-prong plug—no 
grounding type three-wire plug 
or adapter needed. 


Tools are housed in a new 
material with a unique 
combination of hardness, 
toughness and rigidity. Resists 
acids, alkalis and oils! Free 
replacement if the housing ever 
breaks, cracks or splits. 


All tools feature high temperature 
insulated motors that are 
protected against overload 
burnout. 



So safe only a two-prong plug is needed 





















































ROCKWELL GREEN LINE drills 




Built with the features most often 
looked for. . . in any drill! 
Perfectly contoured pistol grip 
design for better control; 
greater drilling leverage. 
Exceptionally strong, yet 
lightweight Lexan® housing 
permits non-tiring use over long 
periods of time—guaranteed 
against breaking, too. High 
quality 3-jaw chuck eliminates 
bit runout. Other features 
include oil impregnated bronze 
bearings, high torque, double 
reduction gear drive, built-in 
cord strain relief protector. . . 
all in combination with proven 
Green Line Shockproof, 
Breakproof, Failureproof 
advantages. 


SHOCKPROOF 


MODEL 70 MODEL 79 

V* "— 2000 RPM Drill y g " Variable Speed Reversing Drill 

Ideal for drilling, sanding, 
polishing, grinding and dozens of 
other jobs. Features include full 

2.5 amp motor, all-purpose 2000 
rpm speed, trigger switch, 
reduction gear drive. Net wt. 

3% lbs. 

Industrially-rated 2.7 amp motor 
with a variable speed range, 
forward or reverse, from 0 to 

1000 rpm. Offers the extra 
power, torque and capacity 
needed for more demanding 
drilling and driving applications. 

Net wt. 3% lbs. 

MODEL 73 MODEL 79K 

Va"— 1000 RPM Drill Variable Speed Reversing 

Drill Kit 

Offers the extra capacity and 
power of a %" chuck and full 2.7 
amp motor. Features oil 
impregnated sintered bearing 
construction, high torque, 
double reduction gear drive,, 
built-in cord strain-relief 
protector. Net wt. 3% lbs. 

Includes the Model 79 Variable 
Speed Reversing Drill, plus 

Phillips driver bit, chuck key, 
side handle, bit and finder for 
slotted screws, masonry bit, 

3 boring bits, 3 twist bits, paint 
mixer and carrying case. 

Net wt. 6 lbs. 


BREAKPROOF 

So safe only a two-prong plug is needed 

FAILUREPROOF 1 


























































B ROCKWELL GREEN LINE 


circular saws 
jig saws 



CIRCULAR SAWS 


MODEL 75 

7 Vi * Saw 



Offers big capacity, plenty of 
power, plus everything else you'd 
want in a saw. Equipped with a 
powerful 10 amp, 4500 rpm 
motor, this saw will cut stock 
a full 2%" at 90°; 1 %" at 45°. 
Other features include kick-proof 
clutch for operator protection, 
telescoping "no-drag" guard with 
miter lip to prevent jamming at 
start of cut, ball bearing 
equipped for longer life and a 
precision angle adjustment scale. 
These features in combination 
with Green Line safety and 
endurance make this the best 
homecraft saw on the market 
today! Net wt. 12% lbs. 


MODEL 75K 

7 Zi " Saw Kit 


Includes Model 75 saw, rip guide 
and a handy carrying case. 

Net wt. 19 lbs. 



Model 75K Circular Saw Kit 



0 Rockwell 


Model 61 K Jig Saw Kit 


SHOCKPROOF 


BREAKPROOF 


JIG SAWS 


MODEL 60 

Jig Saw 

Unequalled in saw flexibility! 
Handles a wide variety of jobs 
from intricate inside curve cutting 
to big capacity straight line.. 
sawing. Features full 2.3 amp 
motor, 3300 sfm blade speed, 
with 2%" cutting capacity in 
wood. Net wt. 3% lbs. 

MODEL 61 

2-Speed Jig Saw 

Lets you match the speed—2500 
or 3300 sfm—to the material 
you're cutting! Cuts metal, plastic 
and other problem materials as 
easily as wood! Features a full 
2.3 amp motor, finger-tip speed 
selector switch, 45° tilting base, 
exclusive chip deflector and more. 

Net wt. 3% lbs. 

MODELS 60K and 61K 

Jig Saw Kits 

Includes Jig Saw, Rip and Circle 
Cutting Guide, (3) Saw Blades— 
all in a handy carrying case. 

Net wt. 8 lbs. 

FAILUREPROOF 
























































ROCKWELL 


GREEN 


>j circular and jig 
^ saw accessories 



CIRCULAR SAW 
ACCESSORIES 

RIP GUIDES— For fast, 
accurate ripping 
to uniform 
widths. ( 



IMo. 53113— For Model 75 


PROTRACTOR GAUGE— 

For straight or 
angle cut-off 
work. 



No. 25YK75 —Adjustable 75— r. or I. 


JIG SAW ACCESSORIES 

No. 70282—Rip Guide and Clamp 


Green Line 


CIRCULAR SAW BLADES 


Thin Rim Blades- 

For finish cutting 
of woods, 
especially 
plywood. 

Number Dia. In. Hole, In. 



Fine Tooth 
Blades— 
For plywood 
cutting. 

Number 



Dia. In. Hole, In. 


B7255TR 

Flooring Blade— 

Especially ideal 
for sizing 

hardwood flooring. 

Number 


7'A 


% 



Dia. In. Hole, In. 


B7005FT 

Rip Blades— 

Specially 
designed for fast 
ripping of all 
types of lumber. 

Number 


% 



Dia. In. Hole, In. 


B6005FB 

Planer Blades— 
Used for obtaining 
extremely smooth 
end grain cuts 
on cabinet or 
trim work. 

Number 


% 



B7505R 

Combination 
Blades —For 
general ripping 
and cross-cutting 

Number 



Dia. In. Hole, In. 


Dia. In. Hole, In. 


B7505C 

BL750DC 


7'A 
7'A 


% 

diamond 


B7505P 7'A 

Cross-cut Blades— 
Ideal for fast, 
smooth cross¬ 
cutting. 

Number 



Carbide-Tipped Blades 

Easily cuts 
"problem materials' 1 
such as Asbestos, 
Formica, 

Masonite, etc. 



Hole, In. 


Number 


Dia. In. Hole, In. 


B7505CC 


7'A 


% 


B7005CT 



JIG SAW BLADES 







Cutting 

Edge 

Teeth 

No. 

Recommended Use 

Width 

per 

Inch 

23299 

Cutting Fiberglas— 'A" thick or less 


1%" 

6 

1 24152 

Rough cutting wood 


2%" 

6 

*24153 

Scroll work and general wood cutting 

'A" 

2%" 

10 

*24154 

'YU' 

1%" 

10 

24155 

Cutting brass, bronze, copper and other non- 
ferrous metals— 5 /t" to 'A" thick 

%" 

2'A" 

10 

24156 

Cutting brass, bronze, copper and non-ferrous 
metals VW to 'A" thick, angle iron, mild steel 

%" 

2 A" 

14 

*24157 

sheets and tubing— Yv." to 'A" thick. 

%" 

1 'A" 

14 

24158 

Cutting steel sheets and tubing Yn" to 'A" 

%" 

2'A" 

24 

1*24160 

thick 

'A" 

VA" 

24 

1 24159 

Cutting cardboard, cloth, leather and rubber 

s /s" 

1 /b" 

knife 

j 24161 

General woodcutting, also for cutting asphalt 
tile; fiber, paper and plastic laminates, lino- 

%" 

2%" 

10 

1 24162 

leum, lucite, nylon, plexiglass and rubber 

%" 

3" 

10 

f24163 

General wood cutting and scroll work 

%" 

2%" 

6 

!j 42277 

Assorted Package of Ten (10) Blades: Contains one (1) each of Nos. 24152, 
24153, 24154*, 24155, 24156, 24157, 24158, 24161, 24162 and 23299. 

49929 

Assorted Package of Three (3) Blades: Contains one (1) each of Nos. 24154, 

24156 and 24162. 





So safe only a two-prong plug is needed f Can be used on Bayonet Saw with Magic Circle Base Insert. 


4 



















































W ROCKWELL GREEN LINE 


Model 90 


Model 91 


belt sanders 
finishing sanders 



Model 65 


! SANDE RS | | FIN ISHING SANDERS 

MODEL 90 MODEL 91 MODEL 65 

3 x 21 Belt Sander 3" x 21 " Dustless Belt Sander Finishing Sander 


Combines all of the outstanding 
features of the model 91 with 
the addition of an efficient, internal 
dust vacuum system that 
features a big capacity collector 
bag. Net wt. 12!4 lbs. 





So safe only a two-prong plug Is needed 


For a wide variety of sanding 
jobs—rapid, heavy stock removal, 
paint removing, fine straight-line 
finishing, flush sanding to vertical 
surfaces and more. Full 6 amp 
motor; positive, belt/spur gear 
drive, 900 sfm belt speed, ball 
and lubricant-impregnated 
bearings, trigger switch with 
lock button, unique belt 
tensioning device that also 
permits fast, effortless belt¬ 
changing. Net wt. 12 'A lbs. 


Perfect for all those sanding 
jobs that would take hours to do 
by hand. Great for finishing 
wood of all types, smoothing 
plaster, paint removing chores 
and more. Powerful 2.3 amp 
motor and a 3%" x 9" (% sheet) 
sanding pad with a 4500 opm 
pad speed, assures fast, efficient 
stock removal; velvet-like 
finishing. Interference-free side 
construction even permits 
sanding in corners flush to 
vertical surfaces. Net wt. 4 lbs. 


SHOCKPROOF 


BREAKPROOF 


FAILUREPROOF 










































ROCKWELL GREEN LINE 


routers 

laminate trimmers 




ROUTERS 

MODEL 64S 

Router Set 


Includes Model 64, 'A H.P. 
Router, edge guide, three 
popular router bits and a fully 
illustrated Router Instruction 
Book—all in a full color 
package with carrying handle. 
Net wt. 1'A lbs. 

MODEL 64 

A HP Router 


Ideal for jobs ranging from basic 
decorative edging to cutting; 
often-used wood joints, the 
Model 64 has extra-large, dual 
knobs for non-tiring operation. 
Especially ideal for intricate 
routing applications. 

Rugged 1 A HP, 28,000 rpm 
motor; 'A" collet capacity, ball 
bearing construction, easy-to-use 
depth control plus Green Line 
safety, endurance. Double 
insulated too. Net wt. 6 'A lbs. 


A 

Full HHP (3.5 Amp) 28,000 RPM 
Motor furnishes plenty of power and 
speed for fast, smooth, chip-free bevel 
and flush trimming. 




LAMINATE TRIMMERS 


MODEL 364 


Laminate Trimmer 



The first double insulated 
laminate trimmer in the industry! 
Constructed of a non-conductive, 
unbreakable thermoplastic. 


Model 364—64M Motor; 364B 
Trimmer Base Assembly; vie 408C 
Solid-Carbide Combination Flush and 
10° Bevel Trimming Bit; 44745 Wrench 
Set and 2-Conductor Cord. 


SPECIFICATIONS 

Model No.364 

Motor.3.5 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 

Speed. 28,000 RPM 

Collet Capacity. A" 

Base Size. 3'A" Dia. 

Height.7" 

Net Weight (Lbs). 3'A 


ACCESSORY 

No. 64B Router Conversion Kit— 
Converts the Model 364 Laminate 
Trimmer into an efficient, high speed 
router capable of handling a wide 
variety of "extra" jobs'from basic 
decorative edging to cutting often-used 
wood joints. 


SHOCKPROOF 


BREAKPROOF 


FAILUREPROOF 


6 



























































ROCKWELL 


GREEN LINE router bits, cutters 

and accessories 



Straight Spiral (Down) —For through 
cutting plastics and non-ferrous metals; 
also for deep slotting operations in 
wood. 

ONE PIECE 


No. 

A 

B 

c 

D 

SD408 

54* 

54" 

14* 

1)4' 


D 




A —4 ^— 

Straight Spiral (Up) —For slotting 
and mortising operations, particularly in 
non-ferrous metals such as aluminum 
door jambs. 

ONE PIECE 


No. 

A 

B 

c 

D 

SS408 

%* 

54" 

54" 

54" 

SU408 

’/.* 

54" 


154* 





A —H |i- 



Pilot Spiral (Down) —For operations 
where plunge cutting is required in 
conjunction with templet routing, using 
the pilot guide. 

ONE PIECE 


No.A BCD 



Bead —For decorative edging. 
ONE PIECE 


No. 

A 

B 

c 

D 

F408J 

A "R. 

<%2’ 

54* 

114" 

F412J 

54 "R. 

54" 

14* 

154* 

F416 

54 "R. 

V M" 

54* 

1 %" 





Straight —For general stock removal, 
slotting, grooving, rabbeting. 

ONE PIECE 


No. 

A 

B 

c 

D 

A404J* 

54* 

Mi" 

%" 

VA" 

A406J* 

Mi" 

14" 

’/«" 

1 A" 

A408* 

54" 

54" 

'A" 

154" 

A408SJ 

54" 

54" 

'A" 

1 %" 

A408J 

'A" 

’Mi" 

A" 

VA" 

A408LJ 

'/. i" 

1* 

A ” 

VA" 

A410J 

Mi" 

54" 


1 A" 

A41 2J 

54" 

54" 


VA" 

A412L 

54" 

1" 


1" 

A414J 

5li" 

54" 

’/.* 

VA" 

A416J 

54" 

54" 

54" 

VA" 

A418 

Mi" 

54" 

54" 

VA." 

A420 

54" 

54" 

A" 

VAt" 

A424 

54" 

54" 


VA." 



Corner Round —For edge rounding. 
ONE PIECE 


No. 

A 

B 

c 

D 

E406 

514 "R. 

"M" 


114" 

E408J 

R. 

’%* 

’/.* 

154* 

E412J 

54 "R. 

54" 

54* 

154* 

E416 

54 "R. 


14" 




K-aH 


Dovetail —For dovetailing joints. Use 
with dovetail templet. 


ONE PIECE 


No. 

A 

B 

C 

D 

DT408J 

y.” 

7 A." 

'A" 

VA" 

DT416J 

54" 

54" 

V." 

VA" 


c - • 

■ ' 

1 " 1 




A\ 

■1 

'll 

II 




f 






[ 











Mortise —For stock removal, dados, 
rabbeting, hinge butt mortising. 

ONE PIECE 


No. A B CD 


HB93L 54" W 54" 154" 

HB94L 54" W 54" 154" 



(■— A —' 

Rabbeting —For rabbeting or 
step-cutting edges. 



ONE PIECE 


No. ABC D Rabbet Cut Width 


L412J 1" Mi" 14* 1%" 54" 

L408 54" Mi" V' 154* %" 


Roman Ogee —For decorative edging. 


ONE PIECE 


No. 

A 

B 

c 

D 

NRA455J 

%"R. 



VA" 

NRA488 

%"R. 

%* 

54" 

VA" 



V-Groove —For simulating plank 
construction on panels. 

ONE PIECE 



No. 

A 

B 

c 

D 

V490 

54" 

54" 

54" 

1" 




H4- 


Veining —For decorative free-hand 
routing such as carving, inlay work. 
Use with adapters. 


ONE PIECE 


No. 

A 

B 

c 

D 

BB402 

54" 

%* 

Mi" 

154" 

BB403 

’A" 

Mi" 


154" 

BB404 

54" 

A" 

14" 

154" 

BB405 

S A" 

%" 

5 A" 

1)4" 

BB406 

3 A" 

Mi" 

Mi* 

1 54" 

B404J* 

54" 

Mi" 

54* 

IMi" 


* Single end. 54 " shank 







































































































Panel Pilot —For cutting openings and 
all through-cutting 
ONE PIECE 


No. A B C D Culling Edgo 



Sash Bead —For beading inner side of 
window frames. 

ONE PIECE 


No. A B C D 



Sash Cope —For coping window rails 
to match bead cut. 

ONE PIECE 



Cove —For cutting inverted radii. 
ONE PIECE 


No. 

A 

B 

c 

D 

G408J 

54 "R. 


54' 

154' 

G412J 

54 "R. 



154' 

G41 6 

54 "R. 



154" 



45° Bevel Chamfer —For bevel cutting. 
ONE PIECE 


No. 

B 

C 

D 

H424 


54' 

V/a" 



HaF 


Straight Double-End —For general 
routing strip inlay, scroll work. Use 
with adapters. 



Core Box —For reeding, fluting and 
general ornamentation. 

ONE PIECE 


No. 

A 

B 

c 

D 

C408J 

54" 


i" 

Vi" 

C412J 

54" 

y.' 

A" 

Vi" 

C416J 

54" 

! AV 

'A" 

Vi" 

C420 

%" 

54" 


154" 

C424 

V." 

W 


114" 



Spiral —For outside and inside curve 
cutting operations. Standard equipment 
with Model 5057 Router Scroll Saw 
Attachment. 


No. 

A 

B 

c 

D 

140-8 

54»" 

%" 

y." 

154" 


CARBIDE TIPPED ROUTER 
BITS AND SHAPER CUTTERS 



Mortising 
ONE PIECE 


No. 

A 

B 

c 

D 

HB84C 


*/»' 

54' 

Vi" 

HB85C 

54" 

w 

%" 

Vi" 

HB86C 

54" 

v»" 

A" 

V/a " 



Dovetail 
ONE PIECE 


No. 

A 

B 

c 

D 

DT416C 

54" 

7 Ai" 

54" 

154" 



Rabbeting —Has %"-28 threaded hole 
for use with Pilot. 

ONE PIECE 


No. 

A 

B 

C 0 Rabbet Cut Width 

LS412C 

VM" 

54' 

54" m" 54" with SP412 Pilot 

* LS412CB 155a" 

54' 

5V' with SP416 Pilot 
/< V4" with SP420 Pilot 


* 70° Bevel 



Corner Round —Complete with 
ES412P Pilot. Can be converted to 
Beading Bit using FS412P Pilot. 
ONE PIECE 


No. 

A 

B 

c 

D 

ES408C 

54" 


y." 

154' 

ES412C 

54" 

%" 

%" 

154' 

ES416C 

54" 

"M" 


114" 




45° Bevel Chamfer 
ONE PIECE 


No. 

B 

C 

D 

H424C 

54" 


V/a" 




























































































































Solid Carbide 
Straight —Single Flute Bit. Complete 
with D404E Eccentric Adapter to vary 
width of cut. 

ONE PIECE 

No. A B C D 


A204C 


54" 


•A" 




1 %" 



No. 



Bead— Complete with FS412P Pilot. 
Can be converted to Corner Round Bit 
using ES412P Pilot. 

ONE PIECE 


No. 

A 

B 

C 

D 

FS408C 

54" 


54" 

114" 

FS412C 

54" 

%” 

54" 

154" 

FS416C 

54" 

"A" 

54" 

1 %" 
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ONE PIECE 




No. 

A 

BJ 

C 

D 

A406C* 

kk" 

54" 

54" 

i" 

A408C 

y." 

54" 



A408CD 

%" 

54" 


154" 

A410C 

A" 

54" 

%" 

114 

A412LC 

%” 

1" 

14" 

v/i " 

A416C 

54" 

1" 

54" 

1" 

A816C 

54" 

154" 

54" 

114" 

A420C 

%" 

"A" 


1%" 


* Single Flute r 


l_ ; 

r 

V-Groove 

L 
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ONE PIECE ^ " A 1 


No. 

A 

B 

c 

D 

V490CJ 

54" 

54" 

54" 

I* 



Self-Piloting Solid Carbide Flush 
and Bevel Trimming Bits—Newest 
method of trimming laminates! Use in 
the same manner as edge routing bits. 

• ECONOMICAL—Less expensive than 
ball bearing trimming bit assemblies, 

• CONVENIENT—No guide adjustment 
assembly required. 

• VERSATILE—No guide limitations for 
backsplash and tight trimming 
applications. 

• COMPLETE—No other attachments 
needed . . . only the bits are required 
for laminate trimming. 

Cut. 

No. Typo Edgo Pilot Shank Shank 
_Igth. Dia, Oia. Lqth. 

VT408C Flush Cut 54" 1 " 

VTB408C T Bevel 54" %" >/," 1" 

Solid-Carbide Combination 
Flush/Bevel Trimming Bit—with 
Vi" diameter shank. 


No. 


Cutting Edge 
Length 


Flush 

Cut. 

Dia. 


Bevel 



Carbide-Tipped Combination 
Flush/Bevel Trimming Bits —With 
'A" diameter shank for use with 
No. 5023 Trimming Kit or No. 310 
Laminate Trimmer. 


No. 

A (Flush Cut Diam.) 

B (Bevel) 

5023-8 

"A*' 

25° 

38990 

,J A" 

25° 

44858 

54" 

22° 



Carbide-Tipped Bevel Trimmer 
Bits—With %" diameter shank for use 
with No. 5023 Trimming Kit or No. 310 
Laminate Trimmer. 

No. 25481—10° Bevel Cut 
No. 25475 —25 ° Bevel Cut 



Templet Guides —For use in pattern 
and templet routing operations as 
listed. 




No. 

Purpose 

Inside 

Diam. 

Outside 

Diam. 

B93 

Vz" Dovetailing and 
General Routing 

"A" 


B94 

General Routing 

25 A" 

V 

B95 

General Routing 


54" 

B96 

General Routing 


54" 

B116 

Z* n Dovetailing 

54" 

«*" 


No. 140-17 Lock Nut. Used to attach 
all templet guides to router bases. 


ROUTER BIT KITS 

No. 50025 Router Bit Kit. Includes 
L412J Rabbetting, E408J 'A" Corner 
Round and A408J 'A" Straight Router 
Bits. 


DOVETAIL TEMPLET 

An easy-to-use guide for cutting perfect 
dovetail joints. Handles stock up to 12" 
wide; s /\t" to 1 " thick. Cuts 'A" 
standard dovetails and rabbet dovetails. 
Model 5008. Includes Templet, 50347 
Metal Finger Templet and Operating 
Manual. 

ACCESSORIES 

No. PR139Y Dovetail Accessory Kit. 
Includes DT416J 'A" Dovetail Bit. 

B93 Router Templet Guide and 140-17 
Lock Nut. 

No. B93 Router Templet Guide. 

For A" dovetails. 

No. B116 Router Templet Guide. 

For A" dovetails. 

No. 140-17 Lock Nut. For attaching 
templet guides to router. 

No. 10DT Finger Templet. For A" 
dovetails. 

No. 11 DT Finger Templet. For 'A” 

dovetails. 

No. 12DT Finger Templet. For 'A" 
rabbet dovetails only. 







































































ROCKWELL GREEN LINE lawn and 

garden tools 




Model 40 


■■■ 




Model 45 


GRASS SHEAR 

MODEL 45 

Grass and Shrub Shear 


A general purpose garden tool 
for grass trimming chores— 
along walks, flush to walls, 
around trees, under fences, 
anywhere in the yard. Even trims 
and shapes small shrubs, bushes 
and hedges. Powerful 2.5 amp 
motor with safe scissor-action 
blades that cut a full 6" in a 
single swath. Net wt. 6 lbs. 



So safe only a two-prong plug is needed 


HEDGE TRIMMERS 

A time and work-saver as a 
trimmer alone, now even more 
versatile with the extra utility of a 
built-on pruning saw. 

Trim and prune with the same 
tool; use the trimmer for shaping 
hedges, shrubs and bushes; use 
the pruning saw attachment 
(as needed) to cut heavy bush, 
limbs and branches. 


MODEL 36 

Double-Edge Hedge Trimmer 


Extra-long 16 'A" double-edge cutter 
bar, for big capacity left and right hand 
trimming ; wrap-around front handle 
for better balance and control. 


MODEL 35 

Single-Edge Hedge Trimmer 


With 14%" single-edge cutter bar; 
pruning saw; side handle. 


EDGER TRIMMER 


MODEL 40 

Edger Trimmer 


3 tools in 1 ; edger, trimmer and 
trencher! For grass trimming on 
steep slopes where mower is 
hard to manage . . . along walks, 
drives . .. flush to walls, converts 
to 90° edger or 45° trencher for 
furrowing jobs around flower 
beds, shrubs and trees. 2.7 amp 
motor, 7000 rpm, 1" diameter 
blade, safety guard, reduction 



J 

J 

I 


Oir 1 * ''•-V 




SHOCKPROOF 


BREAKPROOF 


FAILUREPROOF 
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INCLUDES: 

No. 34020 8" Tilting Arbor Saw 
(Basic Machine) 

No. 90-051 % HP 1725 RPM Motor 

No. 22-114B Motor Pulley 

No. 49-291 V-Belt 

No. 34-057 Guard with splitter 

No. 34-056 Stand Wt. 100 lbs. 

BASIC MACHINE 

I No. 34020 8" Tilting Arbor Circular Saw 
complete with: 

• Rip Fence • 34-054 Mitre Gauge 
• 34-053 Table Insert • 36-002 
Combination Saw Blade Wt. 45 lbs. 

SPECIFICATIONS 

Diameter of saw blade. 

Diameter of arbor. y g » 

Maximum depth of cut.jis/j// 

Maximum depth of cut at 45° blade tilt. .VW 

Table in front of blade at maximum cut. 12%" 

Rip capacity.center of 24" panel 

Table size. 24"x22" 

s P eed .3900 RPM with 1725 RPM motor 

Overall dimensions.d. 27", w. 27J4" h 14 " 

Height table to floor (on stand). .34%" 

See index for circular saw accessory pages. 


MODEL NO. 34021 

Convenient All-inclusive Shipment 


All-inclusive Machine 


| CATALOGUE LISTING 


Designed for the hobbyist and 
home craftsman, and loaded with 
all the famous quality features 
you've come to expect from 
Beaver, the SUPER EIGHT is the 
one that surpasses all other makes 
of 8" saws. 

The SUPER EIGHT boasts the 
largest table (24" x 22") in its 
price range, easy-to-read up-front 
controls and a sliding motor 
mount that completely supports 
the weight of the motor for safety 
and ease of operation. 

It combines the best home work¬ 
shop features of safety, operator 
convenience and modern styling 
with sturdy construction and 
accuracy—yet is amazingly low 
in price. 


'Super 

eight' 

Basic Machine—guard optional 


I • Sliding motor mount 
I automatically maintains belt 
(tension and alignment as well as 
ji completely supporting the weight 
jj of the motor for safety and ease of 
operation a feature found only on 
j higher priced table saws. 

i Easy-to-read up-front controls 
, permit fast accurate adjustments. 

A single control handle tilts blade 
(, to 45° and locks securely. 

i • Double-locking full length rip 
| fence for fast accurate settings. 

• Front guide rail is an integral 
part of saw. 

• Sealed lubricated-for-life ball 

j bearing construction throughout. 


• Massive stamped steel table top 
is coined to insure accurate and 
level operation. Its huge size (24" x 
22") facilitates easy cutting of 
panels, and 2 x 4's at a full 45°. 


ROCKWELL BEAVER 8 "tilting arbor saw 

model 34020 


































































ROCKWELL BEAVER 


8" tilting arbor saw 
model 1262 





If you are economy conscious 
and want a saw that's packed with 
safety and convenience features, 
the 1262 is the ideal answer. 
Centrally located controls permit 
fast, accurate adjustment for all 
cutting operations. Outer dial 
adjusts blade tilt from 0 ° to 45 
Turn the middle dial to set depth- 
of-cutupto2 1 A" maximum at 90° 
Use the inner knob to lock the saw 
blade securely in desired position. 


• Centralized fingertip control 
lets you dial the exact blade setting 
you want. 

• Double-locking full-length rip 
fence, with width-of-cut scale on 
both sides of blade. 

• Extra-large 26" x 18" tablp. 

• Unique floating motor mount 
design. 

• Automatic belt alignment 
when blade is tilted 


CATALOGUE LISTING 

MODEL NO. 1262-1 

Convenient All-inclusive Shipment 

INCLUDES: 

No. 1262 8"Tilting Arbor Saw (Basic 
Machine) 

No. 90-051 'A HP, 1725 RPM Motor 
No. 22-114B Motor Pulley 
No. 32-002 V-Belt 

No. 1222-S Blade Guard with Splitter 
No. 12-100 Stand Wt. 133 lbs. 

BASIC MACHINE 

No. 1262 8 " Tilting Arbor Circular Saw 
complete with : 

• Rip Fence • 1237S Mitre Gauge 

• 12-202 Table Insert • 36-002 
Combination Saw Blade Wt. 67 lbs. 

ACCESSORIES 

No. 49-362 Retractable Caster Set. 

Wt. 12 lbs. 

SPECIFICATIONS 

Diameter of saw blade.8' 

Diameter of arbor. 

Maximum depth of cut. 2'A’ 

Maximum depth of cut at 45° blade tilt.1 # / 16 ' 

Table in front of blade at maximum cut.9!4' 

Rip capacity.center of 24" panel 

Table size.26' x 18’" 

Speed.4100 RPM with 1725 RPM motor 

Overall dimensions.d. 28", w. 29)4", h. 14' 

See index for circular saw accessory pages. 
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Basic Machine—motor optional 




ROCKWELL BEAVER 


9" tilting arbor saw 
model 6201 



This Rockwell Beaver 9" tilting 
arbor saw was built with just one 
thought in mind — to produce a 
machine that would offer precision 
accuracy, big capacity, maximum 
convenience and more built-in 
value than any similar saw on the 
market today — all at an 
exceedingly low cost! 

You will agree when you check its 
many fine features such as 2%" 
depth of cut... large 22" x 50" 
table (with extensions) ... handy 
up front fence and blade control 
... precision ball bearing seats 
... sealed lubricated-for-life ball 
bearing construction throughout. 


Beaver... famous 
for quality 

• All ball bearing construction 
throughout 

• Precision ground cast tables 

• Plus many more features 

• A complete line of quality 
accessories 


• Blade raising and tilting 
controls located up front within 
easy operator reach for fast, 
safe operation. 

• New easy to read tilt scale 
facilitates angle settings 
quickly and accurately. 

• Precision ground 22" x 50" table 
(with extensions) scientifically 
ribbed to prevent warping. 

• Heavy duty rip fence clamps 
front and back with 
single lever. 

• Mitre gauge features adjustable 
positive stops for 90° cut 

off and 45° left and right 
mitre cuts. 



No 34-568 Clamp Attachment for use 
with the No. 9-3226-S Mitre Gauge. 
Holds work securely, eliminating any ten¬ 
dency for work to creep toward or away 
from saw blade when cutting. Wt. 2 lbs. 


CATALOGUE LISTING 
MODEL NO. 6201-1 

Convenient All-inclusive Shipment 

INCLUDES: 

No. 6201 9" Tilting Arbor Saw 
(Basic Machine) 

No. 90-071 % HP, 3450 RPM Motor 

No. 41 -033 Motor Pulley 

No. 49-152 V-Belt 

No. 34-038 Extension (one only) 

No. 9-32121-A Guard with Splitter 
No. 62-101 Stand Wt. 215 lbs. 

BASIC MACHINE 

No. 6201 9" Tilting Arbor Circular Saw 
complete with: 

• Rip Fence • 9-3226-S Mitre Gauge 

• 34-661 Table Insert 

• 36-014 Combination Saw Blade 

Wt. 125 lbs. 

ACCESSORIES 

No. 49-359 Retractable Caster Set 

Wt. 12 lbs. 

No. 3238 Long Guide Rails. Required 
when two table extensions are used. 

Wt. 1454 lbs. 

No. 32-157 Stop Rod Assembly 

Wt. 54 lb. 

No. 34-038 One Table Extension 

Wt. 15 lbs. 

SPECIFICATIONS 

Diameter of saw blade. 9" 

Diameter of arbor. 54' 

Maximum depth of cut. 254 ' 

Maximum depth of cut at 45° blade tilt.. 1 

Table in front of blade at maximum cut.. 1054 ' 

Rip capacity (with extension)... .centerof 48' panel 

Table size (with extensions). 22" x 50" 

Speed.. .4200 RPM with 3450 RPM motor 
Overall dimensions—d. 36", w. 2954", h. 16" 
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ROCKWELL BEAVER 


10" radial saw 
model 1555 




Basic Machine 


All-Inclusive Machine 



APPROVED 


This is the machine with a 
thousand uses. It's perfectly 
suited for industry, the building 
trades, schools .. . and the home 
workshop. The Model 1555 
is packed with features you'd 
expect to find only in a much 
higher price range. There's the 
powerful motor, the built-in 
mechanical safety brake, 
the unique yoke design, 
convenient "up-front" controls 
and fence lock knobs, easy-to- 
adjust table leveling jacks, 
extra large bevel and mitre scales, 
easy-to-read rip scaie... 
and much more! 


Extra powerful motor develops 
up to 2.3 HP. under load. 

10" blade cuts stock 3" thick 
... rips to 24" wide. 

Handles any job—dadoing, 
moulding, routing, sanding— 
and dozens more using a wide 
range of accessories. 

A real workhorse for any user. 


CATALOGUE LISTING 

MODEL NO. 1555-1 

Convenient All-inclusive Shipment 

INCLUDES: 

No. 1555 Bench Model 10" Radial Saw 
(Basic Machine) 

No. 1557 cabinet stand Wt. 236 lbs. 


BASIC MACHINE 

No. 1555 Bench Model 10" Radial Saw 
complete with: 

• 3450 RPM 115/230 volt single phase 
60 cycle motor • Double pole key 
activated switch, power cord, motor 
overload protection • Rip Scale 

• 34-105 combination saw blade, saw 
guard with anti-kickback attachment 

• Retractable leaf guard Wt. 175 lbs. 


SPECIFICATIONS 

Motor.develops up to 2.3 HP under load 


Motor Speed.3450 RPM 

Cross-cut capacity.14%" 

Maximum rip capacity.24" 

Maximum depth of cut.3" 

Saw Arbor.18 L.H. 

Rear Shaft.24 R.H. 

Bevel Locating Latches.0°, 45°, 90* 

Mitre Locating Latches.90\ 45* R. & L. 

Table size.32" x 24' 

Table height on No. 1557 stand.36' 


Please see Radial Saw Accessory Page 
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ROCKWELL BEAVER 


circular and radial 
saw accessories 


ROCKWELL MOTORS 



See page 31 for complete motor 
specifications listing. 

SAW BLADES 

Rip, cross-cut, combination and planer— 
a blade for every job ! Each made of the 
finest steel, with properly shaped teeth, 
tempered to correct degree of hardness. 
All with %" diameter arbor holes. 

Wt. 1 A lbs. each 

(Carbide Tipped Blade—Wt. 5 lbs.) 


TYPE 

SIZE 

CAT. NO. 

Rip 

8” 

36-004 

9" 

36-016 


10" 

34-017 

Cross-Cut 

8" 

36-006 


9" 

36-017 


10" 

34-018 

Combination 

8" 

36-002 


9" 

36-014 


10" 

34-105 

Planer 

8" 

36-008 

(Hollow-ground 

9" 

36-018 

combination) 

10" 

34-016 

Carbide Tipped 

9" 

34-840 


DADO HEAD SET 
AND TABLE INSERTS 



Cut grooves varying in width from Ye" 
to %" wide in one quick and easy 
operation. Recess panels, inset shelves, 
make box joints and more. 

No. 34-334 Dado Head Set. 

Consisting of two outside cutters (6" 
diameter x A" thick) and 4 centre rakers 
(1 —54" thick, 2— A" thick and 1— V\i" 
thick). With %" arbor hole. Wt. 4 lbs. 

No. 12-202D Dado Head Table Insert 
for the No. 200 and No. 1262 8” 
tilting arbor saws. Wt. 1 lb. 

No. 34-663 Dado Head Table Insert 
for the No. 6201 9" tilting arbor saw. 

Wt. 1 lb. 

No. 34-059 Dado Head Table Insert 
for the No 34020 8" tilting arbor 
saw. Wt. 1 lb. 
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RADIAL SAW 
SANDING DISC AND DRUMS 



Give your projects a satin-smooth finish 
using the sanding disc and/or drums 
—save hours of tedious hand sanding. 
No. 33-603 8A" diameter Sanding 
Disc. Wt. 3 lbs. 

No. 46-815 Abrasive Paper, 8A" 
diameter. No. 40 grit coarse garnet, 

1 doz. Wt. 1 lb. 


MITRE GAUGES 

No. 2-350-5 Mitre Gauge for the 
No. 200 tilting arbor saw. Wt. 1 A lbs. 
No. 1237S Mitre Gauge for the 
No. 1262 8" tilting arbor saw. Wt. 2 lbs. 

No. 9-3226-S Mitre Gauge for the 

No. 6201 9" tilting arbor saw. Wt. 4A lbs. 

No. 32-157 Stop Rods for No. 

9-3226-S Mitre Gauge. Wt. A lb. 

No. 34-054 Mitre Gauge for the 
No. 34-020 8" tilting arbor saw. 

Wt. 1 A lbs. 


GUARD AND SPLITTER 
ASSEMBLIES 


No. 46-817 Abrasive Paper, 8A" 
diameter. No. 80 grit fine garnet, 

1 doz. Wt. 1 lb. 

No. 33-278 3" diameter x 3" Sanding 
Drum. Wt. 2A lbs. 

No. 425A3 Abrasive Sleeves for 3" x 3" 
drums, assorted grits, package of 3. 

Wt. A lb. 


No. 2-354-5 for Model No. 34020 
and No. 200 tilting arbor saws. Wt. 2 lbs. 

No. 1222S for Model 1262 tilting 
arbor saw. Wt. 2 lbs. 

No. 9-32121A for Model 6201 tilting 
arbor saw. Wt. 3 lbs 


RADIAL SAW 
DRILL CHUCKS 

Enables you to do standard horizontal 
drilling and boring operations using 
left hand drills, spur bits, etc. 

No. 43-980 Geared Chuck with Key. 
0-A" capacity, fits 18 L.H. 
threaded shaft. Wt. 2 lbs. 

No. 49-199 Chuck with Key. 0 to %" 
capacity. Fits 24 R.H. threaded 
shaft. For use on outboard shaft of 
Model 1550 and 1555 Radial Saws. 

Wt. 1 lb. 


CLAMP ATTACHMENT 

FOR THE MODELS 6201 AND 8202 



No. 34-568 Clamp Attachment for use 
with the No. 9-3226-S Mitre Gauge. 
Holds work securely, eliminating any ten¬ 
dency for work to creep toward or away 
from saw blade when cutting. Wt. 2 lbs. 

No. 34-873 Extra Clamp Screw & Block 
for above clamp attachment Wt. A lb. 


SHAPER CUTTERS 



Adapter and available 3-lip shaper cutters 
offer unlimited possibilities for making 
hundreds of moulded shapes on short, 
narrow, straight, curved and circular 
stock. 

No. 33-600 Shaper Cutter Adapter for 
mounting A" hole 3-lip shaper cutters. 

Wt. 1 lb. 












MOULDING/CUTTERHEAD 

GUARD 


CUTTER SETS 


No. 33-942 Moulding/Cutterhead Guard 

for added safety while moulding. Wt. 2'A lbs. 



MOULDING CUTTERHEAD 
TABLE INSERTS 

No. 12-202M Moulding Cutter Table 
Insert for Model 200 and 1262 
Tilting Arbor Saws Wt. 1 lb. 

No. 34-662 Moulding Cutter Table 
Insert for No. 6201 9" tilting arbor 
saw. Wt. 54 lb. 

No. 34-058 Moulding Cutter Table 
Insert for No. 34020 8" tilting arbor 
saw. Wt. 1 lb. 


STRAIGHT CUTTERS — 54 " hole 


1% " Diameter 

09-107 

Va" 

09-130 

Vi" 

09-104 

1 " 

09-105 

1V4" 

1 Xi M" Diameter 

09-108 

Vi * 

09-127 


2 7 /n " Diameter 

09-139 

Vi " 

09-129 


SPACING COLLARS - 

- 54" hole 

Va " Thickness 

No. 

Diameter 

09-133 

’Vi*" 

^ 4 W Thickness 

No. 

Diameter 

09-150 

i%" 

*4 " Thickness 

09-155 

Vi" 

09-217 

1 Va " 

09-134 

1 Vo " 

09-140 

lVi*" 

09-215 

l'Vi" 

09-151 

lVa" 

Va " Thickness 

09-142 

Vi 

09-171 

'VU" 

09-143 

Va" 

09-172 

’Vi*" 

09-144 

1 * 

09-173 

VM" 

09-145 

IVe" 

09-132 

lVi" 

09-141 

154" 

09-146 

lVi" 

09-174 

1 V»" 

09-175 

1V»" 

09-176 

1*4" 

09-147 

1%" 

09-148 

1V4" 

09-177 

1%" 

09-178 

l'!4“ 

09-179 

1 ’Vi*" 

09-180 

l 7 /s" 

09-149 

l'V4* 


No. 34-562 Moulding Cutter, heavy 
duty steel head for all 8", 9" or 10" 
saws with %" diameter arbors. Less 
cutters. Wt. 214 lbs. 

No. 34-521 Wrench for above 
cutter. Wt. 54 lb. 


3 LIP SHAPER CUTTERS 


09-100 
Vi’ Cove, 
Qr. Rd. 


09-101 
s At" Cove, Vi" 
Bead 


I 


09-102 
& Vi" Qr. 
Rd., Vi" Bead 


09-103 

'/." & Vi" 

Qr. Rd. 


09-106 
90° Flute 


09-109 
Vi” Flute 


09-110 

Drawer 

Joint 


09-120 

Ogee 


k h 4 4 


09-121 

Female 

Sash 


09-123 
Cab. R.H. 
Male 


09-124 
Cab. L.H. 
Male 


09-128 
Male Sash 


09-131 
Glue Joint 


09-125 
Cab. R.H. 
Female 


J J L 


09-135 09-136 09-137 09-138 09-190 

Cove & Bead Cove & Bead Cove & Bead Cove & Bead 3-Bead 
Mldg. L.H. Mldg. R.H. Cope R.H. Cope L.H. (%" Bead) 


09-197 

Wedge Groove 


09-198 
Ogee & Bead 
Table Edge 


09-199 
1" Convex 
Edge 


i y m m 


09-126 
Cab. L.H. 
Female 


09-196 

Wedge 

Tongue 


09-201 
'/a" Flute 


09-202 
</a" Bead 


09-203 09-204 

Vi "Bead Vi "Flute 


09-211 
1" Flute 


09-212 09-214 09-219 

Vi" Bead Panel Raising 1" Bead 


J I uu 

09-231 09-235 09-238 09-247 09-253 

Va" Vi" Flute V4” Bead Door Lip Vi" 4 Vi" 
Qr. Rd. Radii R.H. 


MOULDING CUTTERHEAD KNIVES 


35-100 

i/ 2 " Cove, 5/16- 
Quarter Round 


35-101 

5/16" Cove, %" 
Bead 


35-102 

V4" and %" Qr. 
Rd. and Vi" Bead 


35-103 

Vi" and Vi" Qr. Rd 


35-104 

Straight 



35-190 

3 Bead (3/16- 
Bead) 


35-126 

Door 

Moulding (f) 

JL 

35-201 
V4" Flute 



35-202 
Vi" Bead 


35-204 
Vi” Flute 


35-211 
1" Flute 



35-221 35-222 

Thumb Moulding V4" Cove 4 Vi" Flute 


35-223 

Ogee 



35-224 
Ye" Cove 



35-236 35-237 35-238 35-241 

Ya" Flute %" Bead Vi" Bead Vi" Tongue 



35-243 
Cove 4 Bead 
Moulding 



35-245 35-247 

Oval Sash Door Lip 



35242 
Vi" Groove 
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ROCKWELL BEAVER 


11" drill press 
model 700 





Basic Machine—motor optional 


Here's a versatile workhorse that 
drills to the center of an 11 " circle, 
drills Vz " holes in cast iron, % " in 
steel, with full 3% " spindle travel. 
Four step pulleys provide suitable 
speeds for routing, plug cutting, 
shaping and sanding. The Beaver 
design features a sealed ball 
bearing to support the spindle 
pulley, absorb the belt tension, and 
prevent side pressure on the 
spindle. A splined sleeve transmits 
full power from the pulley to 
the spindle. 


• Interchangeable spindles permit 
fast easy changeover to various 
cutting tools 

• Slots and side ledges of 
adjustable 8% " x 9" table facilitate 
clamping of work... allow 
maximum usage of drill jigs, 
fixtures. 

• Standard quill lock and 
adjustable stop permit precision 
adjustment for depth drilling, 
repeat drilling, routing and 
mortising. 

• Motor mounting bracket can be 
adjusted to assure proper belt 
tension for maximum power 
transmission with longer belt life. 



1 CATALOGUE LISTING 

MODEL NO. 700-1 

Convenient All-inclusive Shipment 


INCLUDES: 

No. 700 11" Drill Press (Basic Unit) 

No. 90-033 % HP Motor. 

No. 17-100 Stand Wt. 115 lbs. 


BASIC MACHINE 

No. 700 11" Drill Press complete with : 

• 11 -803 spindle with geared chuck and 
key, arbor pulley • 49-340 V-belt 

• 41-703 Motor pulley. Wt. 79 lbs. 
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ACCESSORIES 

See index for other accessories and 
cutting tool pages. 


SPECIFICATIONS 


Speeds with 1725 RPM motor.700,1250, 

2400, 4700 RPM 

Table size.8%" x 9' 

Base. 8'x9%' 

Column diameter . l/ a ‘ 

CAPACITY: 

Spindle to table. 11 " 

Spindle to base.14%' 

Spindle travel. 3 %' 

Capacity in cast iron.%" 


OVERALL DIMENSIONS: 

Depth 19", Width 11%', Height 33%' 

















































ROCKWELL BEAVER 


radial drill press 
model 1700 



Unequalled in its class for drilling 
flexibility and capacity, engineered 
to perform operations that are 
impossible on conventional 
drill presses. 

All controls conveniently grouped 
to facilitate operation ... degree 
calibrated scale assures accurate 
angle drilling ... built-in stop 
simplifies resetting of head to 
vertical drilling position. 

Extra-large table, adjustable 
through 360°, provides proper 
work support even for horizontal 
drilling operations. 

Choice of four speeds for drilling a 
variety of materials... the right 
speed for most every operation 
from mortising to sanding. 


• Interchangeable Spindle feature. 

• Standard Quill Lock and 
Adjustable Depth Stop. 

• Adjustment for belt tension. 

• Head swivels full 360° around 
column. 

• Ram travels 11" forward and back. 

• Head tilts more than 90° right 
and left. 

• Drills to the center of a 32" circle. 

• Does horizontal and angle 
drilling, multiple and series drilling 
—and more. 


ACCESSORIES 

See index for other accessories and 
cutting tool pages. 



CATALOGUE LISTING 


MODEL NO. 1700-1 

Convenient All-inclusive Shipment 


INCLUDES: 

No. 1700 Radial Drill Press 
(Basic Machine) 

No. 90-033 'A HP Motor. 
No. 17-100 Stand 


Wt. 115 lbs. 


BASIC MACHINE 

No. 1700 Radial Drill Press 
complete with: 

• 11 -803 Geared Chuck Spindle and Key, 
Arbor Pulley *49-172 V-Belt *41-703 
Motor Pulley Wt. 85 lbs. 


SPECIFICATIONS 

Speeds with 1725 RPM motor.700,1250, 

2400, 4700 RPM 

Table size.23%" x 15%' 

Base.8" x 9% " 

Column diameter.1 

CAPACITY: 

Column to center of cutting tool— 

16%" max. (ram forward); 5%" min. (ram back) 

Chuck to wood table.10% " max. 

Chuck to cast iron table.11%' max. 

Chuck to base.14%" 

Spindle travel.3%" 

Capacity in cast iron.%" 

OVERALL DIMENSIONS: 

Depth 30", Width 24", Height 33%" 




































ROCKWELL BEAVER 



drill press 
accessories 


MOTOR 

See page 31 for complete motor 
specifications listing. 


MACHINE SPUR BITS 



All with 54" diameter shanks. 

Wt. % lb. each 

No. 15-524 14" No. 15-528 'A" 

No. 15-525 VW No. 15-529 Vv," 

No. 15-526 %" No. 15-530 %" 

No. 15-527 %" No. 15-532 %" 

No. 15-538 Complete Set of Machine 
Spur Bits. Wt. 2A lbs. 


MORTISING ACCESSORIES 



No. 11-976 Mortising Attachment. 
Complete with fence, hold down, 
bracket, rod, chisel holder, curved arms 
and bushings for mounting bits to 'A" 
hole spindle. Wt. 8 lbs. 

No. 11 -974 Spindle. With 'A" hole. 

For use with mortising attachment 

Wt. 2% lbs. 


MORTISING CHISELS, 

BITS AND BUSHINGS 

No. 11-634 Mortising Chisel %" 
square—1%" depth capacity. Wt. 'A lb. 

No. 11-636 Mortising Chisel %" 
square—3" depth capacity. Wt. 'A lb. 

No. 11 -638 Mortising Chisel 'A" 
square—3" depth capacity. Wt. 'A lb. 

No. 15-514 Mortising Bit %" 
diameter— dia. shank. Wt. 'A lb. 

No. 15-516 Mortising Bit %' 
diameter—%" dia. shank. Wt. 'A lb. 

No. 15-517 Mortising Bit 54" 
diameter—dia. shank. Wt. 54 lb. 

*No. 11-524 Mortising Bushing—For 
mounting V\t," dia. shank bit to 54" 
hole mortising spindle. Wt. 54 lb. 

*No 11 -526 Mortising Bushing—For 
mounting X9 /U" dia. shank bit to 54" 
hole mortising spindle. Wt. 54 lb. 

included with No. 11-976 Mortising Attachment 


PLUG CUTTERS 



Make your own plugs (or dowels) on 
the drill press using plug cutters. Cover 
unsightly screw heads set in counter 
bored holes. All with 54" diameter 
shanks. Wt. 1 lb. each. 

No. 15-534 %" No. 15-536 %" 

No. 15-535 54" No. 15-537 %" 

No. 15-539 1" 



No. 15-542 Complete set of plug 
cutters. Wt. 2 lbs. 


Flandle finishing operations on straight, 
curved and irregular surfaces. 

Used with key chuck. 


No. 36-079 Set of 5 Sanding Drums 
complete with assortment of 10 sanding 
sleeves. Sizes 54 " x 54 ", % " x 1 ", 

1 " x 1 ", 154" x 154", and 2" x 154". 

Wt. 114 lbs. 


RETRACTABLE CASTER SET 

No. 49-362 for No. 17-100 stand. 

Wt. 12 lbs. 


SPINDLE 

No. 11-974 Spindle with 54" hole— 
for use with router bits. Wt. 254 lbs. 

No. 11-969 Pilot Wheel. 3-spoke type 
with handle knobs. Wt. 4 lbs. 


No. 425-54-SS 3" x3" Drum Sander with 
54" diam. shaft. Wt. 154 lbs. 

No. 426-J4-SS 2" x 3" Drum Sander 
with 54" diam. shaft. Wt. 1 lb. 

SANDING SLEEVES 

For use with above listed, sanding drums. 
Unless noted, specify fine, coarse or 
assorted grit when ordering. 

No. 36-090 Abrasive Sleeves for 54" x 
54" drum. Package of 10. Wt. % lb. 
No. 36-092 Abrasive Sleeves for %" x 
1 " drum. Package of 10. Wt. 54 lb. 
No. 36-094 Abrasive Sleeves for 1 " x 
1 " drum. Package of 10. Wt. 54 lb. 
No. 36-096 Abrasive Sleeves for 154" x 
114" drum. Package of 10. Wt. 54 lb. 
No. 36-098 Abrasive Sleeves for 2" x 
154" drum. Package of 10. Wt. 54 lb. 
No. 425-A-3 Abrasive Sleeves for 3" x 
3" drum. Assorted Grits. 

Package of 3. Wt. 54 lb. 

No. 426-A-3 Abrasive Sleeves for 2" x 
3" drum. Assorted Grits. 

Package of 3. Wt. 54 lb. 
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ROCKWELL BEAVER 



belt sander 
model 1900 




All-inclusive machine with optional 
accessories 1901 Tilting Table, 1902 Disc 
raising block and 1237S Mitre gauge 


This versatile machine will find 
a multitude of uses in any machine 
shop, pattern shop, experimental 
shop, assembly department, 
cabinet shop, furniture factory, 
school shop or home workshop. 
There is no better machine for 
edge and surface finishing, 
mitering, deburring, chamfering, 
polishing or grinding on wood, 
metal or plastics The 1900 
can be operated in a horizontal 
or vertical position or at any 
degree in between. The Tilting 
Table can remain in a level 
position while belt is tilted to 
give anything up to a 45° angle 
finish. This machine can be 
converted to a combination belt 
and disc sander with the addition 
of the No. 1901 tilting table and 
1902 Disc and raising block 
assembly. Features include a 
simplified belt tension and 
replacement mechanism; 
removable platen for slack belt 
sanding; removable guard for 
idler drum sanding. 

• Sealed ball bearing construction. 

• Horizontal or vertical beltsanding, 
or any degree in between. 

• Rigid workstop. For easy control 
of flat work and small pieces. 


ACCESSORIES 

No. 1901 Tilting Table Assembly. 

Can be mounted on disc or belt unit. 
Easy to read tilt scale supplied. Slottedto 
accommodate No. 1237-S Mitre Gauge. 
Large (1514" x 814") table scientifically 
ribbed to prevent warping. Tilts 
45° out. Wt. 15 lbs. 

No. 1902 Disc and Raising Block 
Assembly. Balanced sanding disc is 
mounted on husky spindle Large 
tilting work table is rigidly supported at 
both sides of disc—includes easy to 
read tilt scale. 

Disc Size—12" with 2" hub—114" bore. 
Disc Speed—at periphery—6000 
SFPM. Tilting Table Size— 1514" x 8%". 
1514" x 814". Table Tilt—45° out. 

Mitre Gauge groove dimensions— 

X" x 14'.Wt. 24 lbs. 

No. 1903 Dust Collector hose 
connector 1 lb. 

No. 1904 Graphite Platen Pad 
for additional belt life 14 lb. 

No. 1905 214" Dust 

Collector Connector 14 lb. 

No. 19-100 Stand 44 lbs. 

No. 1237-S Mitre Gauge % lb. 

No. 36-066 Garnet Belt—Coarse 14 lb. 

No. 36-067 Garnet Belt—Medium 14 lb. 
No. 36-068 Garnet Belt—Fine 14 lb. 

No. 36-130 Aluminum Oxide Belt- 
Medium 14 |b. 

No. 36-063 Garnet Disc—Coarse 14 lb. 

No. 36-064 Garnet Disc—Medium 141b. 
No. 36-065 Garnet Disc—Fine 14 lb. 

No. 49-503 Disc Adhesive 1 lb. 

No. 41-033 Motor Pulley 14 lb. 

No. 32-002 V-Belt 14 lb. 

No. 90-071 % HP motor, 1 phase, 

3450 RPM (protected) 29 lbs. 

No. 90-010 1 HP motor, 1 phase, 

3450 RPM (protected) 29 lbs. 


CATALOGUE LISTING 

MODEL NO. 1900-1 

Convenient All-inclusive Shipment 

INCLUDES: 

No. 1900 Belt Sander (Basic Machine) 
No. 90-071 % HP 3450 RPM motor 
No. 41-033 motor pulley 
No. 32002 V-Belt 

No. 19-100 stand Wt. 140 lbs. 


BASIC MACHINE 

No. 1900 Belt Sander complete with: 

• Work stop 

• 36-067 Sanding belt 

Wt. 66 lbs. 


SPECIFICATIONS 

Belt Size.6" x 48" 

Platen Size.614" x 1214" 

Belt Drums.51^" 

Belt Speed (with 3450 RPM motor)... 3200 SFPM 
Recommended Motor Pulley. 2 3 A" 

Recommended Motor, heavy duty 
applications, 1 HP.3450 rpm 

Recommended Motor, Standard 
applications, V, HP .3450 RPM 

Overall Dimensions (on stand) 

Front to rear Width Height 
Vertical.20".29".. .6514" 

Horizontal.20".31". .4214" 


20 






















































ROCKWELL BEAVER 


4" jointer 
model 800 



Here's a 4" Jointer that's 
built for a lot of hard work. It's 
economically priced yet you'll get 
professional results on all common 
jointing and surfacing operations. 
To give you extra value, the 800 
also does a crisp job of rabbeting, 
tapering, bevelling and chamfering. 
Built-in Beaver values include 
massive one piece base and 
outfeed table for extra rigidity 
... 19" x I'A" fence tilts 45° 
right and left and provides a guard 
over both the arbor pulley and the 
cutterhead to the right of the 
fence. It also features a secondary 
locking mechanism to provide 
rigidity over the outfeed table. 
Special depth adjustment screws 
to facilitate replacing and resetting 
cutter blades in the cutter head. 
This is the perfect companion 
tool for your circular saw ! 


CATALOGUE LISTING 

MODEL NO. 800-1 

Convenient All-inclusive Shipment 

INCLUDES: 

No. 800 4" Jointer (Basic Machine) 

No. 8-100 Stand 
No. 90-030 Motor 
No. 41-083 Pulley 

No. 49-142, 51" V-Belt Wt. 86 lbs. 

BASIC MACHINE 

No. 800 4" Jointer complete with: 

• Guard,Fence and Cutter Head 
Assembly. Wt. 31 lbs. 

ACCESSORIES 

No. 8-357 Cutterhead Assembly. 

Wt. 8 lbs. 

No. 37-802 Jointer Knives. Wt. 'A lb. 
No. 37-522 Wrench Wt. 'A lb. 


• Massive one-piece base and 
out-feed table. 

• Double locking fence provides a 
guard over arbor pulley and over 
cutter head to right of fence. 

• Blade adjusting screws in 
cutter head. 

• Lubricated-for-life, sealed ball 
bearings. 
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SPECIFICATIONS 

Fence. 

Table Length. 

Width of Cut. 

Depth of Cut. 

Rabbeting Capacity. 

Speed. 

Overall Dimensions. 


.19- long, 2Vi' high 

.2114' 

.4' 

. Vi” 

.14 x 4 

4300 RPM with 1725 RPM 
I. 2414", w. 814', h. 714" 

































ROCKWELL BEAVER 



4" jointer 
model 2801 




Professional results on all jointing 
and surfacing operations, including 
the extra jobs of rabbeting, 
tapering, beveling and chamfering 
—even stop chamfering. It pos¬ 
sesses many of the basic features of 
"big" industrial units—lubricated- 
for-life ball bearing cutterhead 
assembly... independently 
adjustable front and rear tables ... 
sturdy double tilt fence with 
automatic 90° reset stop—making 
it the finest 4 " jointer on the market 
in its price range. The perfect 
companion tool for your circular 
saw. 


• Cutterhead incorporates 
lubricated-for-life ball bearings and 
precision ground high-speed steel 
knives. Guard completely covers 
cutterhead and automatically pivots 
out of the way during operation. 

• Big 20" x 3" fence is heavily 
ribbed for rigidity and is finished 
ground for accuracy. It tilts 45° 
right or left. Adjustable positive 
stop at 90° facilitates accurate 
resetting. 

• Tables are finished ground after 
assembly on base to assure true 
alignment. Both front and rear 
tables are controlled by large hand 
knobs and are independently 
adjustable. 


CATALOGUE LISTING 

MODEL NO. 2801-1 

Convenient All-inclusive Shipment 

INCLUDES: 

No. 2801 4" Jointer (Basic Machine) 

No. 90-030 A HP, 1725 RPM Motor 
No.41 -103 Motor Pulley 
No. 49-025 V-Belt 

No. 28-100 Stand Wt. 93 lbs. 


No. 2801 4" Jointer complete with : 

• Blade Guard • Tilting Fence *37-806 
Cutterhead Assembly Wt. 41 lbs. 

ACCESSORIES 

No. 37-802 Jointer Knives, Set of three 


Wt. 'A lb. 

No. 37-522 Wrench Wt. 'A lb. 

SPECIFICATIONS 

Maximum width of cut.4" 

Maximum depth of cut. y t ’ 

Rabbeting capacity. y t " x 4" 

Fence tilts right and left.45° 

Table length.24)4" 

Fence length.20)4" 


Speed.4100 RPM with 1725 RPM motor 

Overall dimensions.I. 28)4", w. 9!4", h. 8)4" 
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ROCKWELL BEAVER 


6” jointer 
model 48600 




Here's the ideal jointer for both 
the professional craftsman and the 
amateur hobbyist. All jointing 
and surfacing operations can be 
performed, plus rabbeting, 
beveling and chamfering. The 
highly maneuverable front table 
is raised and lowered by a lever 
and linkage system, and can 
be clamped in any position. 

The fence assembly is designed 
to provide a guard for the 
cutterhead at the back of the 
fence and also for the arbor pulley. 
Simple, easy to reach table 
controls and depth of cut scale 
assure you of faster, easier 
operation. And the three knife 
cutterhead is precision machined 
and ground for perfect balance. 
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• "Quick-action" front table 
adjustment 

• Easily removable cutterhead 

• Lubricated-for-life ball bearing 
cutterhead assembly 

• Rigid centre mounted fence 
tilts 45“ left or right 

• Adjustable positive stop at 90° 

• Spring-loaded knife guard 


CATALOGUE LISTING 

MODEL NO. 48600-1 

Convenient All-inclusive Shipment 

INCLUDES: 

No. 48600 6" Jointer (Basic Machine) 
No. 48601 Stand 

No. 90-051 14 hp 1725 rpm Motor 

No. 41-103 Motor Pulley 

No. 510 V-Belt Wt. 150 lbs. 

BASIC MACHINE 

No. 48600 6" Jointer complete with: 

• Guard, Fence, Cutterhead Assembly, 

3 steel knives Wt. 95 lbs. 

ACCESSORIES 

No. 48602 Dust Chute Wt. 3 lbs. 

No. 49-365 Retractable Casters 

Wt. 12 lbs. 

No. 37-659 Set of 3 high-speed 
steel knives Wt. % lb. 

No. 37-808 Cutterhead Assembly 
complete with bearings and No. 37-659 
set of 3 high-speed steel knives 

Wt. 10 lbs. 

No. 37-522 Wrench for Cutterhead 
knife lock bar screws Wt. 'A lb. 

SPECIFICATIONS 

Table Surface—Overall.35)4 "L x 6!4"W 

Rabbeting Capacity. 3 / g " x 6" 

Table Working Height.32)4" 

Fence.27 3 /s"L x 43fc*H 

Cutting Circle.2)4" 

Cutterhead Speed (1725 RPM motor! ... 4200 RPM, 
12,600 Cuts per Minute 
Overall Dimensions.35)4 "L x 21)4 "W x 9%"H 



































ROCKWELL BEAVER 


gap bed wood lathe 
model 3400 



All-inclusive Machine 


Basic Machine 


A general-purpose woodworking 
lathe built to meet the needs of 
users in home workshops every¬ 
where. It offers extra big capacity 
for all types of turning operations 
... extra rugged construction 
features such as a single piece 
heavily ribbed cast iron bed and 
lubricated-for-life ball bearings for 
years of trouble-free operation ... 
and extra safety features including 
a completely guarded headstock 
for greater operator protection 
—all at an exceptionally low price I 


• Enclosed headstock spindle and 
4-speed drive pulley run on lifetime 
lubricated ball bearings that are 
widely spaced for smooth, 
vibration-free operation. 

• Lathe bed is a sturdy semi-steel 
one-piece casting heavily ribbed for 
rigidity. Ways are fully machined for 
accurate positioning of tool rest 
base and tailstock. Tailstock 
accommodates No. 1 Morse Taper 
centers. Centers are easily removed 
with knock-out rod supplied. 

• Handles stock up to 11 inches 
over bed ... up to 15 inches 
diameter by 3 inches thick over 
the large bed gap ... extra large 
wood can be turned on the 
outboard spindle. 


CATALOGUE LISTING 


MODEL NO. 3400-1 

Convenient All-inclusive Shipment 


INCLUDES: 

No. 3400 Gap Bed Wood Lathe 
(Basic Machine) 

No. 34-101 Stand 
No. 90-030 Motor 

No. 3416 4 Step Motor Pulley, %" bore 
Wt. 142 lbs. 

BASIC MACHINE 

No. 3400 Gap Bed Wood Lathe 
complete with: 

• 3402-11 Spur Center 

• 3418 10" Tool Rest • 3404Tool Rest 

Base • 32-001 V-Belt Wt. 60 lbs. 


SPECIFICATIONS 

Swing over gap.15' x 3' 

Swing over bed.11" 

Distance between centers.36" 

Spindle.No. 2 Morse Taper; 

No. 1 Morse Taper (with adapter) 

Spindle thread.%"—16 L.H. outboard; 

Zb ’—14 R.H. inboard (threaded adapter) 

Ram.No. 1 Morse Taper 

Speeds.800,1350,2200, 

3700 RPM with 1725 RPM motor 

Overall dimensions.d. 6V4", w. 48", h. 12" 

See index for Wood Lathe accessory page. 
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ROCKWELL BEAVER 


wood lathe 
accessories 




No. 46-130 Set of 8 Wood Turning 
Chisels. Made of high alloy steel, with 
precision ground cutting edges, fitted 
with 154" diameter by 1054" hardwood 
handles. Includes 54" and 1 " skews, 

54", 54" and % " gouges, 54" round nose, 
54" parting tool and 54" spear point. 

Wt. 6 lbs. 



No. 365 Drill Chuck. 54" capacity, 
threaded 54"—20. Mounts to head or 
tailstock of lathe using No. 3430 c-r 
3431 adapter. Wt. 1 lb. 



No. 3430 Adapter. For mounting 
No. 365 drill chuck to tailstock end 
of lathe. Wt 1 lb. 

No. 3431 Adapter. For mounting No. 
365 drill chuck to headstock end of 
lathe. Also used to mount buffing, wire, 
fibre and grinding wheels. Wt. 1 lb. 

No. 3437 Adapter. Same as above, for 
outboard use. Wt. 1 lb. 
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No. 3405 10" Face Plate. For large work. 
Specify R.H. or L.H. thread. Wt. 554 lbs. 

No. 3406 6" Face Plate. For medium 
sized work. Specify R.H. or L.H. thread. 

Wt. 254 lbs. 


No. 3418 10" Tool Rest. For standard 
turnings. Wt. 2 lbs. 



No. 3411 24" Tool Rest. For extra long 
spindle turning. Requires extra No. 3404 
tool rest base for use on lathe. Wt. 454 lbs. 



No. 3413 Right Angle Tool Rest. 
Especially useful for faGe plate work. 

Wt. 254 lbs. 

No. 3404 Tool Rest Base Complete. 

For mounting tool rests to lathe. 

Included with machine. Wt. 5 lbs. 



No. 3402-11 Spur Centre. Standard 
thread for lathe headstock. 



No. 3436 2" Diam. Screw Centre with 
thread-mounting for lathe headstock. 

Wt. % lb. 

No. 16-1200 Extra Screw for No. 3436 
screw centre. Wt. 54 lb. 



No. 537-1 MT Ball Bearing Live Centre 
for lathe tailstock. Wt. 1 lb. 



No. 420-2MT 2" Diam. Screw Centre 
with No. 2MT shank for lathe headstock 
For small turning. Wt. 1 lb 



No. 397-1 MT Cup Centre with No. 1 MT 
shank for lathe tailstock. Wt. 54 lb. 
No. 3457-3 Replacement Point for 
No. 397-1 MT Cup Centre. Wt. 54 lb. 



No. 402-1 MT Spur Centre with No. 1 MT 
shank for lathe headstock. Wt. 54 lb. 
No. 402-2MT Spur Centre with No. 2 MT 
shank for lathe headstock. Wt. 54 lb. 



No. 3410 12" Sanding Disc. Specify 
R.H. or L.H. thread. Wt. 254 lbs. 

ASSORTED SANDING DISCS 

No. 36-063 Disc (40 grit coarse) Garnet. 
No. 36-064 Disc (60 grit medium) Garnet. 
No. 36-065 Disc (100 grit fine) Garnet. 
No. 49-503 Disc Adhesive for mounting 
above listed discs. Wt. 1 lb. 

GRINDING WHEELS 

Used with No. 3431 or 3437 adapter. 
Each 6" diam. x 54" thick with 54" 
arbor hole. 

No. 3101 Grinding Wheel. 46 grit, 
coarse, aluminum oxide. Wt. 2 lbs. 
No. 3102 Grinding Wheel. 60 grit, 
medium, aluminum oxide. Wt. 2 lbs. 

'Note: For use with old style lathe 
with No. 2MT Head Stock Spindle. 
























































ROCKWELL instruction manuals 



cuing mo* 1 

oat of tout 


Getting the most 
out of your 


,ner or craftsman 


worfdofknowH^^ 


No. 4700 Drill Press Manual 
No. 4701 Circular Saw Manual 
No. 4702 Abrasive Tools Manual 
No. 4703 Lathe Manual 
No. 4704 Shaper Manual 
No. 4705 Band & Scroll Saw Manual 
No. 4706 Radial Saw Manual 
No. 4710 Things to Make 
No. 4711 Finishing Manual 
No. 4712 One Evening Projects 
No. 4713 Outdoor Living Projects 
No. 4714 Router Manual 


Get the most from your 
Rockwell Power Tools with 
these attractive, easy-to-follow 
hardbound books. 

Complete with instructions, 
safety tips and proper use of 
Rockwell Tools and accessories. 
Included are: 


ROCKWELL 

"HOW TO DO IT" BOOKS 


ROCKWELL BEAVER 



motors 

Dependable Beaver motors are 
comparatively low in cost—but 
they are not built down to a price. 
Quality has been maintained 
throughout. Beaver motors give 
you all the performance you 
require, on the products for 
which they are recommended. 



SPECIFICATIONS FOR ROCKWELL BEAVER SINGLE PHASE MOTORS ... all models are continuous duty 


Catalogue No. 

H.P. 

R.P.M. 

Volts 

Cycles 

Shaft 

Frame 

Size 

Switch 

Cord & 
Plug 

Enclosure 

Recommended 
on Beaver 
Models 

Wt. 

lbs. 

SPLIT PHASE 

‘90-045 

'A 

1725 

115 

60 

%" Single 

56 

No 

No 

Open Drip Proof 

34020 

200 & 1262 

32 

*90-043 

'A 

1725 

115 

60 

%" Single 

48/56 

No 

No 

Open Drip Proof 

800, 2801 

32 

190-035 

% 

1725 

115 

60 

%" Single 

48/56 

No 

No 

Open Drip Proof 

& 3400 

700 & 1700 

32 

CAPACITOR ST 
190-010 

4RT 

1 

3450 

115/230 

60 

%" Single 

C56 

No 

No 

Open Drip Proof 

8202 & 6201 

35 

t90-030 

'A 

1725 

115/230 

60 

%" Single 

W48/56 

No 

No 

Open Drip Proof 

800, 2801 

32 

t90-033 

'A 

1725 

115/230 

60 

%" Single 

56 

Yes 

Yes 

Open Drip Proof 

& 3400 

700 & 1700 

26 

t90-051 

A 

1725 

115/230 

60 

%" Single 

48/56Z 

No 

No 

Open Drip Proof 

34020, 200 

34 

t90-071 

% 

3450 

115/230 

60 

%" Single 

A48/56 

No 

No 

Open Drip Proof 

1262 & 48600 
6201 & 1900 

34 

-19.0:015_ 


3450 

_L1_5_Z23.0._ 

60 

Single _ 

D56 

No 

No 

Open Drio Proof 

8202 

40 


♦Sleeve Bearing 


tBall Bearing 






































6" bench grinder 

ROCKWELL BEAVER model 27635 
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APPROVED 


This Rockwell Beaver 6 " Bench 
Grinder is an all-purpose unit. . . 
excellent for grinding, polishing 
and buffing. It's ideally suited for 
use in experimental departments, 
foundries, garages, on farms, and 
in school and home workshops. 
Here's why: Its accuracy is 
ensured by the balanced grinding 
wheels, a precision ground shaft 
and sealed-for-life ball bearings. 
Maximum safety is guaranteed 
by such features as adjustable 
spark deflectors, cast iron wheel 
guards, removable end plates and 
fully adjustable tool rests. 
Shatterproof eyeshields provide 
additional operator safety. Only 
that portion of the grinding wheel 
being used is actually exposed. 


• Precision built for continuous 
heavy duty applications. 

• Totally enclosed motor— 
prevents entry of dust and dirt. 

• Sealed, permanently-lubricated 
ball bearings. 

• Dynamically balanced motor for 
vibration free operation. 

• Compact motor design allows 
work to be moved freely across 
grinding wheels. 


BUFFING COMPOUNDS 

No. 23-007 Rouge (red). For gold, 
silver and other precious metals. 

Wt. 54 lb. 

No. 23-008 Rouge (white). For nickel, 
chromium, iron, stainless steel, cast 
brass and aluminum. Wt. 'A lb. 

No. 23-009 Emery (black). For 
removing rust, scale and tarnish. 

Wt. 54 lb. 

No. 23-010 Tripoli (brown). For 
aluminum, brass, copper, pewter, 
wood, plastic. Wt. 1 lb. 

No. 23-004 Buffing Compound Kit. 
Consisting of 'A lb. bars of compounds: 
Rouge Red, Rouge White, Emery Black 
and Tripoli Brown. Wt. 54 lb. 


BASIC MACHINE 

No. 27635 6 "Bench Grinder. With 54 
HP motor, on-and-off switch, 8-foot 
cord with 115V grounding type plug, 
wheel guards, spark deflectors, tool 
rests and two wheels—36 grit and 60 
grit. Less eyeshields Wt. 45 lbs. 

ACCESSORIES 

Grinding, Buffing, Wire and Fiber 
Wheels: No. 23-114 Wire Brush. 

6" diameter, fine, 54" hole Wt. 1 lb. 
No. 23-113 Wire Brush. 6" diameter, 
coarse, 54" hole. Wt. 1 lb. 

No. 23-511 Fiber Brush. 6" diameter, 

54" hole. Wt. 1 lb. 

No. 23-005 Buffing Wheel. 6" 
diameter, 54" thick, circular stitching, 

54" hole. Wt. 2 lbs. 

No. 23-800 Eyeshields. One pair, with 
brackets and screws. Wt. 3 lbs. 

No. 23-826 Aluminum Oxide Wheel 
%" x 6" 36G Grade O 54" hole. Wt. 254 lbs. 
No. 23-827 Aluminum Oxide Wheel 
%"x 6" 60G Grade O, 54" hole. Wt. 254 lbs. 


SPECIFICATIONS 


Motor: 

Horsepower.55 

Volts.115, Cycles.60, AC, 1 Phase 

RPM.3450 

Arbor. .54" Dia... Ends Threaded V4"—20 Left and Right 

Wheels: 

Size.6" Diameter, 54" Face, 'A" Hole 

Balance.54 Ounce-Inch 

Distance Between Centers.1354" 

Wheel Flanges: 

Diameter.3" 

Dimensions Overall: 

Left to Right 

With Eyeshields.2355" 

Without Eyeshields.17" 

Front to Rear.854" 

Height.954" 

Base: 

Width. 754" 

Front to Back.654" 

Mounting Holes (2), Center to Center.654" 





































ROCKWELL BEAVER 


dust collectors 
5 gal. 18 gal. 28 gal. 




Here are dust collectors that 
combine the power and efficiency 
of an industrial unit with the 
versatility of a vacuum cleaner. 
Each model handles a wide 
variety of waste and debris in the 
workshop and around the home. 
Sawdust and chips can be 
collected at the source of virtually 
every woodworking power tool. 
General cleaning chores 
throughout the house—in 
basement, attic and garage—are 
easily handled. And hard to reach 
places such as auto interiors are 
quickly cleaned. 


ACCESSORIES 

(a) No. 49-226 Set of Extension Tubes 

(b) No. 49-227 Nozzle (3" x 6") 

(c) No. 49-228 Hose Coupling 

(d) No. 49-229 Hose 

(e) No. 49-231 Floor Brush—14" 

(f) No. 49-232 Nozzle (254") 

(g) No. 49-236 Reducer*— 214" to 154" 

(h) No. 49-240 Round Brush 

(j) No. 49-242 Crevice Tool for 
cleaning hard to reach places 

(k) No. 49-243 Filter Bags—package of 
5 replacement filters 

(m) No. 49-244 Caster Set for #4905 

(n) No. 49-245 Caster Set for #4918 
and #4928 

(p) No. 49-239 Reducer* to fit round 
brush 

Note: 'Item (g) for use with item (j) 
when ordering for 2'A" diameter hose. 
'Item (p) for use with item (h) when 
ordering for 2'A" diameter hose. 


BASIC MACHINES 

No. 4905: 

complete with 600 watt, 5.2 AMP. 
AC/DC motor • switch and cord 

• 5 gal. capacity drum • 6 ft. hose • 
Overall Dimensions: 12" dia. x 14" high 

• Weight 13 lbs. 

No. 4918: 

Complete with 1 HP, 632 watt, 5.6 
AMP. AC/DC motor • Switch and Cord 

• 18 gal. capacity drum • 6 ft. hose • 
Overall Dimensions: 16" dia. x 2254" high 

• Weight 18 lbs. 

No. 4928: 

Complete with: 1 HP, 632 watt, 5.6 
AMP. AC/DC motor • Switch and Cord 

• 28 gal. capacity drum • 6 ft. hose • 
Overall Dimensions: 19" dia. x 2554" high 

• Weight 20 lbs. 


DUST COLLECTING ADAPTERS 

No. 49-588 Adapter for Jointers and 
Drill Presses 

No. 49-589 Adapter for 6" Abrasive 
Belt Sander 

No. 49-590 Adapter for 1 2" Abrasive 
Disc Sander 
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ROCKWELL BEAVER handy check list 
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of basic and optional power tool accessories 
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NO. 48600 

6 JOINTER 

Wl. 95 lbs. 

NO. 700 

11 DRILL 

PRESS 

Wt. 79 lbs. 

_ 

NO. 1700 

RADIAL 

DRILL 

PRESS 

Wt. 85 lbs. 

-NO. 1900 

BELT 

SANDER 

Wt. 66 lbs. 

NO. 3400 

GAP BED 

WOOD LATHE 

Wt. 60 lbs. 

NO. 27635 

6“ 

BENCH 

GRINDER 

Wt. 45 lbs. 

Guard, Fence 

Cutterhead 

Assembly, 

3 Steel Knives 

No. 11-803 

Spindle with 

Geared Chuck 
and Key, 

Arbor Pulley 

No. 49-340 

V-Belt 

No. 41 -703 

Motor Pulley 

No. 11-803 

Spindle with 

Geared Chuck 
and Key, 

Arbor Pulley 

No. 49-172 

V-Belt 

No. 41 -703 

Motor Pulley 

Work stop 

No. 36-067 

Sanding Belt 

No. 3402-11 

Spur Center 

No. 3418 

Tool Rest 

No. 3404 

Tool Rest Base 

No. 32-001 

V-Belt 

% HP 

Motor 

ON/OFF 

Switch 

8' Cord 

2 wheels 

% 

14 

54 

% 

14 

54 

1725 

1725 

1725 

3450 

1725 

3450 

Capacitor 

Capacitor 

Capacitor 

Capacitor 

Capacitor 

Split Phase 

%" Dia., Single 

%" Dia., Single 

%" Dia., Single 

%" Dia., Single 

%" Dia., Single 

%" Dia Double 

34 lbs. 

26 lbs. 

26 lbs. 

24 lbs. 

32 lbs. 

45 lbs. 

90-051 

90-033 

90-033 

90-071 

90-030 


6" 

4-Step 

4-step 

1 -step 

4-Step 

— 

1 % lbs. 

114 lbs. with 

1 % lbs. with 

54 lb. 

1 lb. 

— 

41-103 

41-703 machine 

41-703 machine 

41-033 

3416 

— 

5314" 

36%" Included 

59%" Included 

34" 

46" Included 

— 

14 lb. 

% ib. r h 

basic 

% ib. r h 

. basic 

141b. 

14 lb. 

510 

49-340 machine 

49-172 machine 

32-002 

32-001 machine 

32x12x2714" 

14x18x31’/." 

14x18x31%" 

1514 x 23% x 3114" 

48x1214x2714" 

— 

37 lbs. 

26 lbs. 

26 lbs. 

44 lbs. 

48 lbs. 

— 

48601 

17-100 

17-100 

19-100 

34-101 

— 

12 lbs. 

12 lbs. 

12 lbs. 

12 lbs. 

— 

— 

49-365 

49-362 

49-362 

49-362 

— 

— 

SEE 

PAGE 

23 

SEE 

PAGE 

19 

SEE 

PAGE 

19 

SEE 

PAGE 

20 

SEE 

PAGE 

25 

SEE 

PAGE 

27 
























































































ROCKWELL SERVICE 



_1 




AUTHORIZED SERVICE CENTRES 


NOVA SCOTIA 


HALIFAX, N.S. 


Acme Electric, 

FACTORY SERVICE CENTRES 

5835 Bilby Street. 

NEW BRUNSWICK 


QUEBEC 

SAINT JOHN, N.B. 

E. S. Stephenson & Co. Ltd., 

Quebec City, 793-3rd Avenue 

Montreal, 523 Deslauriers St., 

15 Dock Street. 

MONCTON N.B. 

St. Laurent. 

Moncton Electric Motor Service, 

ONTARIO 

48 Beaverbrook Street 

Mississauga, 6463 Northam Dr. 

Guelph, 40 Wellington Street 

London, 1025 Hargrieve Road 

FREDERICTON, N.B. 

Electric Motor Service. 

QUEBEC 

MANITOBA 

JONQUIERE, Quebec. 

Winnipeg, 545 King Edward Street 

Jean Achard Lt6e., 

575 Blvd. Du Centenaire. 

ALBERTA 

SHERBROOKE, Quebec. 

Calgary, 4411 Manitoba Road S.E. 
Edmonton, 5617-103rd Street 

Centre D'Outils Electrique, 

20 Bowen Nord. 


SEPT-ILES, Quebec. 

BRITISH COLUMBIA 

Vancouver, 45 West 7th Avenue 

Woods Electric & Equipment Service, 
360-366 Marquette Avenue. 


ONTARIO 


OTTAWA, Ontario. 

Cam Grant Electric, 

401 Preston Street. 


KINGSTON, Ontario. 

Boyd Electric, 

825 Portsmouth Avenue. 


HAMILTON, Ontario. 

Electric Motor Service (Hamilton) Ltd., 

192 Cannon Street. 


PEMBROKE, Ontario. 

Kirk's Electric Motor Works, 

298 Christie Street. 


NORTH BAY, Ontario. 

Kirk Brothers Industrial, 

364 McIntyre Street West. 


SUDBURY, Ontario. 

M. G. Burke, 

30 Alder Street. 


THUNDER BAY, Ontario. 

Ace Motor Electric, 

815 Simpson Street. 

1 


SASKATCHEWAN 

SASKATOON, Sask. 

Production Machinery Service, 
521 B-45th Street. 

BRITISH COLUMBIA 

KAMLOOPS, B.C. 

Kamloops Electric Motor 
Sales & Service, 

244 Lome Street. 

KELOWNA, B.C. 

Thompson Electric Motor Service, 
591 Gaston Avenue. 

VICTORIA, B.C. 

John Stefaniec Ltd., 

2021 Douglas Street. 
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ROCKWELL 





6463 NORTHAM DR., MISSISSAUGA, ONTARIO 

When you choose Rockwell, you're assured of rugged power tools 
you can rely on for years of safe and accurate performance. 

You're also assured of the best possible service from the trained 
personnel on duty at the many Rockwell centres in Canada. 
Rockwell products cover the whole spectrum of the power 
tool field, from a complete range for the home workshop 
enthusiast to tools for the building and construction trades, 
technical schools and industry. They incorporate the most 
advanced design and engineering, and are built to serve with an 
absolute minimum of maintenance under all working conditions. 


INTERNATIONAL SALES OFFICES 


In Latin America and Caribbean Area: 
ROCKWELL INTERNATIONAL, INC. 
400 N. Lexington Ave., 

Pittsburgh, Pennsylvania 15208. 

Cable address: ROMCO 

In Europe: 

ROCKWELL GMBH, 

Lechstrasse 6, 8912 Kaufering 
West Germany 

Cable address: ROCKWELL KAUFERING 

I In South Africa: 

ROCKWELL SOUTH AFRICA (PTY.) 
LTD., 59 Kempston Road, P.O. Box 80, 
Port Elizabeth, South Africa 
Cable Address: ROCKNIT 

In Southeast Asia and Far East area: 
ROCKWELL INTERNATIONAL LTD., 

P & 0 Building, 12th Floor, 

21 Des Voeux Road, Central Hong Kong 
Cable address: ROCKINTER 
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QRockwell 

MANUFACTURING COMPANY 

- OF CANADA, LIMITED 

6463 NORTHAM DRIVE 
MISSISSAUGA, ONTARIO 


